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§173.151

(vi) Reporting incidents as prescribed
by 8§§171.15 and 171.16 of this sub-
chapter;

(vii) Packaging requirements of sub-
part B of this part and, in addition,
non-bulk packagings must conform
with requirements of §173.203; and

(viii) The requirements of §§173.1,
173.21, 173.24, 173.24a, 173.24b, 174.1,
177.804, 177.817, and 177.834 of this sub-
chapter.

(4) A combustible liquid that is not a
hazardous substance, a hazardous
waste, or a marine pollutant is not sub-
ject to the requirements of this sub-
chapter if it is a mixture of one or
more components that—

(i) Has a flash point at or above 93 °C
(200 °F),

(ii) Comprises at least 99 percent of
the volume of the mixture, and

(iii) Is not offered for transportation
or transported as a liquid at a tempera-
ture at or above its flash point.

[Amdt. 173-224, 55 FR 52634, Dec. 21, 1990, as
amended at 56 FR 66270, Dec. 20, 1991; 57 FR
45463, Oct. 1, 1992; Amdt. 173-231, 57 FR 52939,
Nov. 5, 1992; Amdt. 173-233, 58 FR 33305, June
16, 1993; Amdt. 173-241, 59 FR 67508, Dec. 29,
1994; Amdt. 173-242, 60 FR 26806, May 18, 1995;
Amdt. 173-246, 60 FR 49110, Sept. 21, 1995]

§173.151 Exceptions for Class 4.

(a) General. Exceptions for hazardous
materials shipments in the following
paragraphs are permitted only if this
section is referenced for the specific
hazardous material in the §172.101
Table of this subchapter.

(b) Limited quantities of Division 4.1
flammable solids. Limited quantities of
flammable solids (Division 4.1) in Pack-
ing Groups Il and 11l are excepted from
labeling, unless offered for transpor-
tation or transported by aircraft, and
the specification packaging require-
ments of this subchapter when
packaged in combination packagings
according to this paragraph. In addi-
tion, shipments of limited quantities
are not subject to subpart F
(Placarding) of part 172 of this sub-
chapter. Each package must conform
to the packaging requirements of sub-
part B of this part and may not exceed
30 kg (66 pounds) gross weight. The fol-
lowing combination packagings are au-
thorized:
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(1) For flammable solids in Packing
Group Il, inner packagings not over 1.0
kg (2.2 pounds) net capacity each,
packed in strong outer packagings; and

(2) For flammable solids in Packing
Group Ill, inner packagings not over
5.0 kg (11 pounds) net capacity each,
packed in strong outer packagings.

(c) Consumer commodities. A limited
quantity which conforms to the provi-
sions of paragraph (b) of this section,
and charcoal briquettes in packagings
not exceeding 30 kg (66 pounds) gross
weight, may be renamed ‘‘Consumer
commodity” and reclassed as ORM-D
material, if the material is a
‘“‘consumer commodity’ as defined in
§171.8 of this subchapter. In addition to
the exceptions provided by paragraph
(b) of this section, shipments are not
subject to the shipping paper require-
ments of subpart C of part 172 of this
subchapter, unless the material meets
the definition of a hazardous sub-
stance, a hazardous waste, or a marine
pollutant or unless offered for trans-
portation or transported by aircraft,
and are eligible for the exceptions pro-
vided in §173.156.

(d) Limited quantities of Division 4.3
(dangerous when wet) material. Limited
quantities of Division 4.3 (dangerous
when wet) solids in Packing Groups |1
and |1l are excepted from labeling, un-
less offered for transportation or trans-
ported by aircraft, and the specifica-
tion packaging requirements of this
subchapter when packaged in combina-
tion packagings according to this para-
graph. In addition, shipments of lim-
ited quantities are not subject to sub-
part F (Placarding) of part 172 of this
subchapter. Each package must con-
form to the packaging requirements of
subpart B of this part and may not ex-
ceed 30 kg (66 pounds) gross weight.
The following combination packagings
are authorized:

(1) For Division 4.3 solids in Packing
Group 11, inner packagings not over 0.5
kg (1.1 pound) net capacity each,
packed in strong outer packagings; and

(2) For Division 4.3 solids in Packing
Group 11, inner packagings not over 1
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kg (2.2 pounds) net capacity each,
packed in strong outer packagings.

[Amdt. 173-224, 55 FR 52634, Dec. 21, 1990, as
amended by Amdt. 173-231, 57 FR 52940, Nov.
5, 1992; Amdt. 173-234, 58 FR 51532, Oct. 1,
1993; Amdt. 173-255, 61 FR 50626, Sept. 26, 1996]

§173.152 Exceptions for Division 5.1
(oxidizers) and Division 5.2 (organic
peroxides).

(a) General. Exceptions for hazardous
materials shipments in the following
paragraphs are permitted only if this
section is referenced for the specific
hazardous material in the §172.101
Table of this subchapter.

(b) Limited quantities. Limited quan-
tities of oxidizers (Division 5.1) in
Packing Groups Il and Ill and organic
peroxides (Division 5.2) are excepted
from labeling, unless offered or in-
tended for transportation by aircraft,
and the specification packaging re-
quirements of this subchapter when
packaged in combination packagings
according to this paragraph. In addi-
tion, shipments of these limited quan-
tities are not subject to subpart F of
part 172 (Placarding) of this sub-
chapter. Each package must conform
to the packaging requirements of sub-
part B of this part and may not exceed
30 kg (66 pounds) gross weight. The fol-
lowing combination packagings are au-
thorized:

(1) For oxidizers in Packing Group I,
inner packagings not over 1.0 L (0.3 gal-
lon) net capacity each for liquids or
not over 1.0 kg (2.2 pounds) net capac-
ity each for solids, packed in strong
outer packagings.

(2) For oxidizers in Packing Group
111, inner packagings not over 4.0 L (1
gallon) net capacity each for liquids or
not over 5.0 kg (11 pounds) net capacity
each for solids, packed in strong outer
packagings.

(3) For organic peroxides which do
not require temperature control during
transportation—

(i) For Type D, E, or F organic
peroxides, inner packagings not over
125 ml (4.22 ounces) net capacity each
for liquids or 500 g (17.64 ounces) net ca-

pacity for solids, packed in strong
outer packagings.
(i) For Type B or C organic

peroxides, inner packagings not over 25
ml (0.845 ounces) net capacity each for

§173.153

liquids or 100 g (3.528 ounces) net capac-
ity for solids, packed in strong outer
packagings.

(4) For polyester resin Kits consisting
of a base material component (Class 3,
Packing Group Il or Ill) and an activa-
tor component (Type C, D, E, or F or-
ganic peroxide which does not require
temperature control)—

(i) the organic peroxide component
must be packed in inner packagings
not over 125 ml (4.22 ounces) net capac-
ity each for liquids or 500 g (17.64
ounces) net capacity each for solids;

(ii) The flammable liquid component
must be packed in inner packagings
not over 1.0 L (0.3 gallons) net capacity
each for Packing Group Il liquids or 5.0
L (1.3 gallons) net capacity each for
Packing Group |11 liquids; and

(iii) The flammable liquid component
and the organic peroxide component
may be packed in the same strong
outer packaging provided they will not
interact dangerously in the event of
leakage.

(c) Consumer commodities. A limited
quantity which conforms to the provi-
sions of paragraph (b) of this section
and is a ‘“‘consumer commodity’’ as de-
fined in §171.8 of this subchapter, may
be renamed ‘‘Consumer commodity”’
and reclassed as ORM-D material. In
addition to the exceptions provided by
paragraph (b) of this section, ship-
ments are not subject to the shipping
paper requirements of subpart C of part
172 of this subchapter, unless the mate-
rial meets the definition of a hazardous
substance, a hazardous waste, or a ma-
rine pollutant or unless offered for
transportation or transported by air-
craft, and are eligible for the excep-
tions provided in §173.156.

[Amdt. 173-224, 55 FR 52634, Dec. 21, 1990, as
amended by Amdt. 173-231, 57 FR 52940, Nov.
5, 1992; Amdt. 173-241, 59 FR 67508, Dec. 29,
1994; Amdt. 173-261, 62 FR 24733, May 6, 1997]

§173.153 Exceptions for Division 6.1
(poisonous materials).

(a) General. Exceptions for hazardous
materials shipments in the following
paragraphs are permitted only if this
section is referenced for the specific
hazardous material in the §172.101
Table of this subchapter.
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